
Gateway Module

Schleifenbauer PDU 5.0 – Gateway Module
Quick Start Guide: Installation with EnerTree Platform (VMware)

1. Prepare Your Environment
o Supported platforms: VMware vSphere / ESX / ESXi version 4.1 or higher
o Minimum VM requirements:
o 2 vCPUs
o 4 GB RAM
o 32 GB disk (48 GB recommended)
o 1 network adapter
o 4 MB video card

2. Install EnerTree Platform VM
o Download the OVA file from: https://www.schleifenbauer.eu/en/enertree-dcem
o Create a new VM named “EnerTree”.
o Import the OVA file and allocate resources.
o Configure the network adapter.
o Boot the VM and note the assigned IP address.

3. Access the EnerTree Web Interface
o Open a browser and enter the VM’s IP address.
o Default login: Username: admin / Password: admin
o ⚠ Change the password immediately after first login.

4. Connect the Gateway PDU
o Connect the Gateway module PDU to your network.
o In EnerTree, go to Settings > Connections.
o Click Add new connection and enter:

• Device type: Schleifenbauer PDU5
• IP address: Gateway PDU IP
• Username: admin / Password: admin

o Click Apply. EnerTree will automatically discover all daisy-chained PDUs.

5. Build the Data Centre Structure
o In EnerTree, open Configure DC Structure.
o Add your data centre, rooms, rows, and racks.
o Assign PDUs to racks.
o Measurements will begin automatically (this may take up to one hour).

6. Initial Configuration
o Set the EnerTree URL for firmware updates.
o Synchronise system time via NTP or browser (required for logs and certificates).
o For secure access, configure HTTPS with a valid certificate if required.

7. Monitor and Control
o View real-time measurements (voltage, current, power, etc.).
o Switch outlets if supported.
o Set alerts, thresholds, and rules as needed.
o Integrate with SNMP or Modbus if required.

8. Support
Manuals, apps, software updates and support: https://www.schleifenbauer.eu/en/support

⚠ Safety Instructions
o This PDU is for professional use only.
o Do not open the PDU enclosure – risk of electric shock and warranty void.
o Installation must be carried out by qualified personnel.
o Avoid exposure to moisture, dust or corrosive gases.
o Not suitable for domestic use.
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